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ABSTRACT 
Nanoparticles (NPs) having well-defined shape, size and clean surface serve as ideal model system to investigate 
surface/interfacial reactions. Ag and Al NPs are receiving great interest due to their wide applications in bio-medical field, 
aerospace and space technology as combustible additives in propellants and hydrogen generation. Hence, in this study, we have 
synthesized Ag and Al NPs using an innovative approach of ultra-sonic dissociation of thin films. Phase and particle size 
distributions of the Ag and Al NPs have been determined by X-ray diffraction (XRD) and transmission electron microscopy 
(TEM). Thin film dissociation/dissolution mechanism, hence conversion into NPs has been characterized by SEM- scanning 
electron microscope. EDXA & ICPMS have been performed for chemical analysis of NPs. Optical properties have been 
characterized by UV-Vis and PL spectroscopy. These NPs have also been investigated for their anti-bacterial activity against 
Escherichia coli bacteria. To the best of our knowledge, this is the first time when NPs has been synthesized by ultra-sonic 
dissociation of thin films. As an application, these NPs were used further for synthesis of nanocomposite polymer membranes, 
which show excellent activity against bio film formation. Copyright © 2015 VBRI press.  
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Introduction  
Silver (Ag) has an important part to develop world due to 
its novel electrical, optical and chemical properties, having 
significant applications in catalysis, optoelectronic 
materials, IC design, fuel cells, pigments and sensors [1-8]. 
While light weight, corrosion resistance, high reflectivity 
and thermal conductivity reflect importance of Aluminum 
(Al). Conversion of these metals to nano size materials is 
an efficient and reliable tool for enhancing their optical, 
physical, mechanical, chemical and catalytical properties, 
which opens up new fields of vast range applications in 
composite material fabrication, gas sensing, nonlinear 
optical devices, fuel cells, magnetic fluid and space science 
technology etc. [9-18]. 
The first instance of applications of silver nanoparticles 
(Ag NPs) dates back to 1857 when they were used to give 
a permanent, non-fading yellow and red color to church 
windows in Britain. Science than a large number of fields 
have been identified where silver NPs play significant role. 
These NPs are used to control infections & spoilages, due 
to their well-known anti-bacterial, anti-fungal, anti-biotic 
properties and high toxicity for microbes. They are also 
used in microbial delivery vehicles targeting pest insects 
[1], bioactive product development [2], sensing and 
imaging [3], wound-healing [4], water-treatment [5], bio-
medicines, anti-fungal drugs [6], anti-plat-let agents [7], 
bio-sensors [19], textile industry [20], cosmetics, 
electronics and non-volatile memory applications [21] etc. 
Nano-silver based wall paints [22] are commercially 
available to prevent formation of algae and moulds on the 
inner and outer walls of buildings.  
Aluminum nanoparticles (Al NPs), due to their high 
energy density are receiving great interest in the field of 
aerospace as combustible additives in Propellants [9], 
material synthesis [10], hydrogen generation [11], 
hydrogen storage [12] and solar cells applications [23]. 
Along with these advance applications, Al NPs have also 
revealed antimicrobial property [24] and show interaction 
with human epidermal keratinocytes shows variations in 
cytokine levels [25]. Al NPs can be used in biomaterials 
[13], catalyst support [14], dispersion-strengthening [15], 
heat-transfer fluids (suspensions) [16], packaging [17], 
transparent conductive coatings [18], wear-resistant [18] 
and additives in stable energetic materials [26].  
There are numerous physical, chemical, biological and 
green approaches available for synthesis of different size 
and shape Ag NPs, such as small ceramic heater with a 
local heating source (100 -200 nm) [27], laser ablation in 
water (20- 50 nm) [20, 28], dodecanethiol capped Ag NPs 
(50- 70 nm) [29], ultraviolet irradiation photo-reduction 
technique at room temperature [30], pulsed sono-
electrochemical method [31], electrochemical reduction 
method at liquid/liquid interface of poly-phenylpyrrole-
coated silver nanospheroids (3-20 nm) [32], green 
synthesis techniques (50-200 nm) [8], silver hydrosols (20-
50 nm) [33], bacterium Bacillus licheniformis culture (50 
nm) [34], combinational synthesis approach for formation 
of extracellular biosynthesis mono dispersed Ag 
nanoparticles (5-50 nm) [35] and extra cellular Ag NPs (5-
50 nm) using Fusarium oxysporum [36]. Al NPs can be 
synthesized by exploding wire technique (20–100nm) [37], 
wet chemical process (85-200 nm) [38], plasma laser 
ablation technique (70-200 nm) [39], inert gas evaporation 
(10-50 nm) [40], cryomelting process (20-500 nm) [41], 
electro explosion technique (20-260 nm) [42] and solution 
method (65-500 nm) [43]. Besides these above mentioned 
specific methods, these NPs can also be synthesized by 
using ball milling process, sol-gel method, chemical vapor 
deposition (CVD) and thermal spray method etc.  
But any of these methods can’t give control on particle 
size/particle size distribution during synthesis. Also mostly 
they have lengthy synthesis processes, surface coated with 
capping agents and generate toxic by-products. Hence even 
after few decayed of research on synthesis of these NPs, in 
a very recent report/research published in Nature Latter by 
Anil Desireddy et. al. raised a serious issue related to 
synthesis and stability of these NPs [44].  
Such as surface charge densities, size dependent 
reactivity and many other applicable properties can be 
obtained from particles having diameter below 30 nm with 
clean surfaces, It shows need to develop a synthesis 
method which can give stabile NPs below 30 nm, narrow 
particle size distribution and surfaces free from organic 
compounds [31].  
In this work, in order to achieve these specifications in 
Ag and Al NPs, we have devised a new synthesis approach 
for synthesis of these NPs using thin films deposited 
through vacuum thermal evaporation technique under 
highly controlled experimental conditions and their ultra-
sonication. The main importance of this work is, the 
deposited thin films have been per-defined well known 
thickness, which was precisely known during deposition, 
which allows constraining at least one dimension of 
synthesized NPs equal to or below the size of deposited 
film. Important factor affecting nano particle size is 
deposition rate, at very low deposition rates evaporation 
and deposition are occurs at atomic level, resulted in low 
density high porous film, where the atoms and particles 
were loosely bound in the film. If the deposited film 
removes immediately after deposition particles in films not 
got enough time to set permanently, hence they can easily 
be re-disperse through ultra-sonication. These controlled 
experimental conditions, method of deposition, ultra-
sonication and characterization of synthesized NPs is 
discussed in this paper. In addition to this, we have also 
shown the applicability of these NPs for preparation of 
nanocomposite polymer membranes, which show excellent 
activity against bio film formation.   
The manuscript deals with an innovative approach for 
synthesis of Ag and Al nanoparticles, Where 8 nm Ag and 
Al thin films deposited using thermal evaporation 
deposition has been dissociated using ultra-sonic method to 
get very narrow particle size distribution, very small in size 
and particles surface free from organic capping agents of 
synthesized Ag and Al NPs. To the best of our knowledge 
and based lecture review first time we have used this 
method for synthesis of any NPs. Both the NPs show good 
antibacterial activity. These Ag and Al NPs were further 
used for synthesis of nanocomposite with PMMA and 
identified their properties for bacterial resist film formation 
that can be directly applicable for synthesis of urine storage 
bags, blood purification systems & bags, covers for wound, 
artificial skin and many other biomedical devices. 
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Experimental 
Synthesis of Ag and Al nanoparticles (NPs) 
Ag and Al NPs were synthesized under controlled 
experimental conditions by thermal evaporation technique 
following the procedure as described. For deposition, 
optical grade Ag (99.9 % high purity metals basis) and Al 
(99.99%, high purity metals basis) were purchased from 
Alfa Asear. Ag and Al thin films were deposited on glass 
beaker separately using thermal evaporation technique 
using HINDHI Vacuum coating unit. Spacing between 
target and substrate was fixed at 10 cm and working 
pressure was maintained at 10−6 torr. Films of 8 ± 0.1 nm 
thickness were deposited with deposition rate of 2 A˚/s 
controlled by quartz crystal thickness optical monitor. 
Beakers were removed immediately from the chamber once 
the deposition was completed and the deposited films in 
glass beakers were then allowed to dissolve in acetone, 
under vigorous stirring for 15 minutes at room temperature 
and then the solutions were dispersed through high 
frequency ultra-sonication for 1 hour to convert nano thin 
films into NPs. Now these as-prepared NPs were studied in 
terms of structural, optical and anti-bacterial properties.  
 
X-ray diffraction (XRD) 
Phase and particle size of the synthesized Ag and Al NPs 
were obtained using X’Pert Pro X-ray diffractometer (PAN 
alytical BV, The Netherlands) operated at a voltage of 45 
kV, current 40 mA and Cu k (α) radiation of 1.54059 Ǻ 
wavelength. Scanning was done in region of 2θ from 20° 
to 70° with a step size = 0.02° and time per step = 1.60 
second. Powder sample for XRD was prepared, by drying 
of acetone suspended Ag and Al NPs solutions. Particle 
sizes were determined by Scherrer’s formula [45]. 
Crystalline phases were determined using Powder-X and 
highscore plus software [46]. 
  
Transmission electron microscope (TEM)  
SPI, Tecnai, TEM was used to determine the size, shape 
and size distribution of NPs. Samples were prepared by 
placing a drop of working solution on a carbon-coated 
standard copper TEM grid (300 mesh) operating at 200 kV.  
Scanning electron microscope (SEM) and Energy 
dispersive X Ray Analysis (EDAX) 
Particle size and morphology of Ag and Al NPs were 
obtained by SEM while chemical analysis was done with 
EDAX. SEM analysis was done using Carl ZEISS EVOR -
18 operated at 15kV. Sample for SEM and EDAX analysis 
were prepared on a Si substrates [47]. Few drops of stable 
particle dispersion of Ag and Al were loaded on different 
Si substrates separately and dried. EDAX measurement of 
Ag and Al NPs were performed on same SEM instrument 
equipped with an Oxford instrument nano analysis X-act 
EDAX attachment. 
 
ICP-MS (Inductively Coupled Plasma-Mass spectrometer) 
An XSeriesII Quadrupole ICP-MS (Thermo Electron 
Corporation) was used for the chemical analysis. Sample 
solution was introduced by continuous nebulization with 
flow measured PVC pump tube and quartz µ flow 
concentric nebulizer [48]. For plasma generation in plasma 
torch (Quartz glass torch, 1.5 mm inj.) and other 
applications Ar gas (99.999%) was used. To ensure a good 
wide dynamic range of pulse counting and analogue modes 
of detector, mass calibration and detector calibration were 
performed before each analysis and the instrument was 
optimized by tuning.  
 
UV-Vis Spectroscopy and Photoluminescence (PL) Study  
UV-Vis spectral analysis was done using a double beam 
UV-Vis spectrophotometer (UV-1800 ENG240V SOFT 
SHIMADZU) and PL emission spectra was recorded by 
(RF5301 PL SHIMADZU) Spectro flurometer. Few drops 
of the synthesized stable particle dispersion of Ag and Al 
NPs were dried and re-dispersed in Milli-Q water then 
used for UV-Vis and PL analysis. 
 
Antibacterial Study: Zone of inhibition & 
Spectrophotometer Analysis 
Gram positive E. coli bacteria strain was cultured in Luria 
Bertani broth (LB broth) and a stock was prepared. To pick 
a single cell colony & attain 103 CFU, serial dilution of 
stock was performed. Streaking of this serially diluted 
culture was done on petri plates and after 24 hours of 
incubation in incubator, single cell colony was put for 
culture in LB broth for next 24 hours in incubator. Now to 
investigate the antibacterial activity of Ag and Al NPs, 
zone of inhibition & spectrophotometer analysis methods 
were followed. 
Zone of inhibition method was based on visualizing the 
effects of Ag and Al NPs on E. coli in solid agar 
containing media on petri plates. For this, the spreading 
method was used and sterilized discs dipped in different 
concentration (50 ppm, 200 ppm, 500 ppm) of Ag and Al 
NPs solutions for 20 minutes were placed on petri plates. 
These petri plates were incubated for 12 hours. Photo-
micrograph for inhibited bacteria zone was recorded at 40x 
optical magnification by Labomed (T250L250) 
microscope. 
Spectrophotometer Analysis method is based on getting 
the quantitative data of antibacterial activity shown by Ag 
and Al NPs. 5 ml LB media was inoculated with single cell 
colony culture and incubated for 24 hours; then Ag and Al 
NPs, having different concentrations (50 ppm, 200 ppm & 
500 ppm), were added into it and antibacterial properties 
were obtained through spectrophotometer. 
 
Test for bacterial resist film formation 
Polymer membranes are receiving great interest for 
synthesis of antibacterial (bacteria free) surfaces, 
antibacterial coatings, urine storage bags, blood 
purification systems & bags, environment protection & 
preservation, covers for wound, artificial skin and many 
other biomedical applications. To assimilate polymer 
membranes for all these applications, the membranes 
require high antibacterial and antimicrobial activity. Small 
addition of synthesized NPs to polymers can improve 
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bacteria killing efficiency i.e. antibacterial and 
antimicrobial activity of the polymers membranes. Hence 
to study the antibacterial properties of Ag & Al 
nanocomposite polymer membranes, we had prepared Ag 
and Al nanocomposite polymer membranes using 
synthesized NPs and polymethyl methacrylate (PMMA) as 
described by Agrawal et. al20, 28.  
Membranes containing 0.1, 0.5 and 1 weight % Ag and Al 
NPs were prepared. A membrane was prepared with only 
PMMA to be used as a control. Nutrient agar (autoclaved) 
media were speared on each autoclaved membrane. 
Standard E. coli inoculums were prepared by the method as 
described by Agrawal et. al.28 having E. coli (≈ 115 
cfu/mL). Few ml of this E. coli inoculum was speared on 
agar media containing membranes. These membranes were 
kept at 37º C in incubation chamber (i.e. favorable 
condition for bacteria growth). Optical density was 
recorded after every two hours using spectrophotometer to 
study bacteria killing efficiency of Ag and Al 
nanocomposite polymer membranes.  
 
Results and discussion 
XRD 
Fig. 1 (a) & (b) show XRD patterns of as synthesized Ag 
and Al NPs, showing the crystalline nature of NPs. XRD 
peaks of Ag NPs at 2θ angles 38.043°, 44.265° and 
64.250°, revealing face centered cubic (FCC) crystalline 
structure with lattice parameter a=b=c= 4.092 Å, were 
identified as (111), (200) and (220) crystalline planes 
respectively (JCPDS file No. 00-004-0783). Similarly 
XRD peaks of Al NPs at 2θ degrees of 38.535°, 44.726° 
and 65.140°, revealing the face centered cubic (FCC) 
crystalline structure with lattice parameter a=b=c= 4.0538 
Å, were identified as (111), (200) and (220) crystalline 
planes respectively (JCPDS file No. 85-1327). The 
broadening in the diffraction peaks of XRD pattern of Ag 
and Al NPs is attributed to the nanometer-sized crystallites. 
The average particle size of these synthesized Ag and Al 
NPs, as calculated using the Debye-Scherrer’s relation31, 
was about 22 nm and 13 nm respectively.   
 
 
Fig. 1. X-ray diffraction pattern of Ag and Al NPs synthesized by ultra-
sonic dissociation of thermally deposited thin films. Crystalline phase and 
corresponding reflection at 2ϴ is also marked at top of peaks, with 
reference to diffraction data from JCPDS files for Ag NPs (No. 00-004-
0783) and Al NPs (No. 00-004-0783). Average particle comes out to be 22 
and 13 nm for Ag and Al NPs respectively. 
 
TEM  
Shape and size distribution of these self-suspended 
nanoparticles were characterized by Transmission Electron 
Microscopy (TEM) after 1 hour of Ultra-sonication of the 
samples. Fig. 2 (a) & 2 (c) show TEM images of Ag NPs 
having particle size ranging from 20 to 30 nm and fig. 2b 
& 2d show TEM images of Al NPs with particle size 
ranging from 8 to 13 nm. All these images show that the 
samples/particles have uniform, small particle size 
distribution with uniquely dispersed particles. In images, 
individual grain/nanoparticle boundary can be easily 
identified, showing no agglomeration of particles. The 
Same particle size was also shown by X-ray diffraction. 
 
 
 
Fig 2. Transmission electron micrographs (TEM) of Ag and Al NPs 
synthesized by ultra-sonic dissociation of thermally deposited thin films. 
(a) Ag NPs at 50 nm scale, (b) Al NPs at 50 nm scale, (c) Ag NPs at 10 
nm scale and (d) Al NPs at 10 nm scale. 
 
SEM and EDXA 
For the present analysis, XRD pattern and TEM images are 
the best indicators of particle size and phase of NPs. But to 
understand, the conversion of thin films into NPs i.e. the 
mechanism of dissociation of films with time of ultra-
sonication and to identify presence of any type of impurity 
with the NPs were obtained by SEM and EDAX. To avoid 
gold coating on samples, samples were prepared on 
conducting Si substrates. Few drops of stable particle 
dispersion of Ag and Al NPs were loaded on different Si 
substrates after 15 minutes and 1 hour ultra-sonication and 
allowed to dry at room temperature. The Fig. 3(a) & (c) 
show the SEM images of Ag NPs after 15 minutes & 1 
hour ultra-sonication respectively, with final particle size 
ranging from 25 to 35 nm. Such as Fig. 3 (b) & (d) shows 
the SEM images of Al NPs after 15 minutes & 1 hour 
ultra-sonication respectively, with final particle size 
ranging from 10 to 15 nm. The presence of pieces of thin 
films in Fig. 3(a) & (b), were clearly shown the film 
dissociation process and the starting of formation of NPs, 
as well as the thickness of deposited films 8-10 nm in each 
case can also be easily identified (Fig. 3(a) & (b), it must 
be noted here that films of 8 nm were deposited for both 
Ag and Al as monitored by thickness meter during 
deposition of thin films) but it also show that 15 minutes 
ultra-sonication time was insufficient for conversion of 
films into NPs. While Fig. 3(c) & (d) show Ag and Al NPs 
after 1 hour of ultra-sonication of samples, from these 
images we can conclude that 1 hour is sufficient time for 
ultra-sonication to convert the deposited films into NPs and 
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more time for ultra-sonication does not show much 
improvement. Fig 3e & 3f show EDAX analysis of Ag and 
Al NPs respectively. As EDAX analysis was performed on 
Si substrate, hence it shows highest signal for Si, but no 
signal other than Ag and Al are present, which shows the 
purity of synthesized NPs. 
 
 
Fig. 3. Scanning electron micrographs (SEM) of Ag and Al NPs 
synthesized by ultra-sonic dissociation of thermally deposited thin films. 
(a) Ag NPs after 15 min ultra-sonication, (b) Al NPs after 15 min ultra-
sonication, (c) Ag NPs after 1 hrs ultra-sonication, (d) Al NPs after 1 hrs. 
ultra-sonication. Whereas, (e) & (f) are EDAX analysis for the synthesized 
Ag and Al NPs. 
 
Chemical Characterization by ICP-MS (Inductively 
Coupled Plasma-Mass spectrometer): 
ICPMS measurements were performed for 
chemical/elemental analysis of the synthesized NPs. These 
NPs were brought into solution form by chemical 
dissolution in HNO3 for ICPMS measurement. ICPMS 
Signal to concentration conversion was done using 
standard calibration method [49-52]. Table 1 lists the 
elemental abundances of NPs, with almost negligible 
amount/concentration of others elements, which shows the 
purity of synthesized NPs. 
 
UV-Vis Spectroscopy 
Different sizes and shapes significantly affect the optical 
properties of any nanomaterial which are sometimes 
markedly different form the corresponding bulk material. 
We were determined the optical properties using UV-Vis 
and PL spectroscopy.  
UV-visible absorption spectra of Ag and Al NPs, taken 
immediately after synthesis, is shown in Fig. 4 (a), while 
fig. 4b shows the band gap of the synthesized NPs, 
obtained using tauc relation [αhν = K(hν−Eg)
n], where K is 
a constant relative to material, hυ is photon energy, α is the 
absorption, Eg is the band gap of material and n depends on 
nature of transitions and may have values 1/2, 2, 3/2 and 3 
corresponding to allowed direct, allowed indirect, 
forbidden direct and forbidden indirect transitions 
respectively. Ag and Al show direct allowed transition, 
hence n=1/2 used [31]. Eg for NPs is determined by 
extrapolating (αhν) 2 vs hν at zero absorption coefficient. 
UV- Vis absorption band edges are observed at 3.81 eV 
for Ag NPs and 3.70 eV for Al NPs. As no clear SPR peak 
(Surface Plasmon Resonance) is occurring (fig 4a), hence 
SPR was calculated from the band gap using (λ = hc/Eg) 
which comes out to be 325 nm and 335 nm for Ag & Al 
NPs respectively. 
 
Table 1. Concentration of different elements presents in synthesized Ag 
and Al NPs. 
Elements Concentration Ag NP's Al NP'S
Ag % 99.91±0.05 0.01±0.01
Al % 0.03±0.01 99.98±0.02
Cu % 0.02±0.01 0.01±0.01
Fe ppm 105±11 35±7
Co ppm 2±0.1 0.04±0.1
Ni ppm 8±1 1±0.4
Mo ppb 6±1 3±3
Zn ppb 25±8 231±38
Si ppb 913±77 951±40
W ppb 194±22 11±1
Au ppb 167±15 5±1
Ti ppb 19±1 59±5
Na ppb 256±30 305±28  
 
 
Fig. 4. UV-Vis absorption spectrum and spectrum obtained using tauc 
relation for the synthesized Ag and Al NPs. 
 
Photoluminescence Study  
Photoluminescence (PL) emission spectra of Ag and Al 
NPs are shown in Fig. 5. PL emission spectra were 
recorded at selected excitation wavelength of 330 nm, 
which is average maximum SPR value for Ag and Al NPs. 
A broad PL emission band occurs ranging from 335 to 525 
nm centered at λmax 391 nm with calculated luminescence 
energy gap value 3.17 eV for Ag NPs. Al NPs show broad 
PL emission band ranging from 342 to 560 nm centered at 
λmax 396 nm with calculated luminescence energy gap 
value 3.13 eV, which corresponds to direct recombination 
between electrons in conduction band and holes in the 
valence band. 
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Fig. 5. Photoluminescence (PL) emission spectra of the synthesized Ag 
and Al NPs. 
 
Antibacterial Study 
Fig. 6 shows zone of inhibition for Ag and Al NPs. It is 
clear from the images that Ag NPs are more potent than Al 
NPs, as diameter of zone of inhibition of Ag NPs is far 
bigger than Al NPs for all concentrations which 
remarkably demonstrates the better antibacterial properties 
of Ag NPs as compared to Al NPs. Micrographs recorded 
at 40x magnification show same nature of anti-bacterial 
properties. 
 
 
Fig. 6. Study of antibacterial properties of synthesized Ag and Al NPs by 
zone of inhibition method and enlarged micrographs of inhibition are 
showing potent activity of NPs.   
 
Same facts are observed by the spectrophotometer test 
of optical density (OD) of bacterium culture treated with 
Ag and Al NPs and the results are shown in table 2. OD 
results also confirm that Ag NPs show high anti-bacterial 
activity compared to Al NPs. 
Table 2. Spectrophotometer optical density analysis for synthesized NPs 
against E. coli bacteria. 
Concentration
of NPs
Ag NPs Al NPs
50 ppm -0.068 -0.048
200 ppm -0.079 -0.061
500 ppm -0.098 -0.074
 
 
Applicability of the Ag & Al NPs in bacterial resist film 
formation 
The effect of these Ag & Al NPs on bacterial resist film 
formation/surface sterilization was determined by 
measuring the optical density after every two hours, using 
spectrophotometer. Fig. 7 shows percentage bacteria 
survival or bacterial growth on samples, calculated with 
respect to the initial concentration of bacteria on 
membranes. As we kept membranes in favorable 
conditions for bacteria growth, a 3% growth of bacteria per 
hour for PMMA membrane was found, which shows 
formation of bio/bacterial film on pristine membranes. But 
for PMMA membranes having Ag and Al NPs negative 
bacteria growth was found i. e. bacteria got killed when 
they have an interaction with these nanocomposite 
membranes.  
 
 
Fig. 7. Efficiency of bacterial survival on Ag and Al nanocomposite 
polymer membranes applicable in bacterial resist films formation or 
bacteria-sterilization. 
 
Here also Ag nanocomposite membranes are more 
potent than Al nanocomposite membranes. 0.1, 0.5 and 1.0 
% Ag nanocomposite membranes show bacteria growth 
rate of -3.75, -5.00 and -6.25 % per hour respectively and 
almost all the bacteria were got killed after 16 hour in case 
of 1.0% Ag nanocomposite membrane; while 0.1, 0.5 and 
1.0 % Al nanocomposite membranes show bacteria growth 
rate of -1.86, -3.12 and -4.68 % per hour respectively i.e. 
both nanocomposite membranes can be used for formation 
of sterilized surfaces (Fig. 7). Typical sterilization 
efficiency of these nanocomposite membranes makes them 
suitable for synthesis of bacteria free surfaces for clinical 
purposes as the amount of bacteria in environment is very 
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less than the bacterial culture (≈ 115 cfu/mL) used here. 
Present analysis also shows the applicability of these 
membranes and NPs for synthesis of urine storage bags, 
blood purification systems & bags, covers for wound, 
artificial skin and other biomedical devices, where high 
self-sterilization efficiency of surfaces are needed. 
 
Conclusion 
 In the present study, we have synthesized Ag and Al 
NPs by using an innovative approach of dissociation 
of thermal deposited thin films, having clean surfaces 
free from organic capping agents to be used in future 
interfacial studies. Here the demonstrated synthesis 
method was extremely simple, cheaper and fast for 
synthesis of NPs without generating any toxic 
byproduct in addition to having small particle size and 
narrow particle size distribution. 
 22 nm and 13 nm were the average particle diameters 
obtained by XRD analysis for Ag and Al respectively. 
Similar results were also observed in TEM and SEM 
analysis where the particle sizes ranged from 20-30 
nm and 8-13 nm obtained for Ag and Al NPs 
respectively. These analyses show no agglomeration in 
particles even when synthesized without using any 
capping/stabilizing agents.  
 EDAX and ICPMS show chemical analysis of NPs 
and prove purity of the synthesized NPs. 
 UV- Vis absorption band edges (SPR) were observed 
at 3.81eV (325 nm) and 3.70 eV (335 nm) for Ag and 
Al respectively, while PL emission were observed at 
391 nm and 396 nm respectively for excitation at 330 
nm.  
 These Ag and Al NPs both showed antibacterial 
properties against E. coli bacteria, but Ag NPs were 
found more potent than Al NPs, which was determined 
by both micrograph images and OD test.  
 These Ag and Al NPs were further used for synthesis 
of nanocomposite polymer membranes with PMMA. 
These membranes showed excellent efficiency for 
killing bacteria to be used for bacterial resist films 
formation or bacteria-sterilization. 
Further the study can be extended for other NPs with 
variable thickness of deposited film that will help to 
understand the film dissociation mechanism. The 
fabricated membranes can be used to test their biological 
response towards blood cells and blood plasma to identify 
their possible use in blood storage bags etc. 
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